
Storage Supported

Oracle Servers¹ 

Oracle Solaris 

Operating system

Oracle Solaris 

Cluster Software

Maximum Number 

Of Nodes

Volume Manager

Software
11

Multi-Path

Driver
11

Oracle Solaris 8, 9, 10

3.1 10/03, 3.1 4/04, 3.1 9/04, 3.1 8/05

3.2
6
,
  
3.2 2/08

6
,
  
3.2 1/09

6
,
 
3.2 11/09

6
,
  
3.3, 3.3 5/11, 3.3 3/13

4

Oracle Solaris SVM

Veritas VxVM 4.0, 4.1, 4.1 MP2, 5.0, 5.0 MP1, 5.0 MP2, 5.0 MP3 

ZFS/zpools for ZFS Filesystems
13

Oracle StorEdge Traffic SAN 4.4.8, 4.4.10-4.4.15
 6

Oracle SAN driver in Oracle Solaris 10

ORACLE SOLARIS CLUSTER INTEROPERABILITY MATRIX

Fujitsu ETERNUS Storage Center

ETERNUS2000, ETERNUS3000
8
, ETERNUS4000

9
, ETERNUS6000

 8
, ETERNUS8000

9

ETERNUS DX60
10

, ETERNUS DX60 S2
10

,
  
ETERNUS DX60 S3, ETERNUS DX60 S4, ETERNUS DX80

10
, ETERNUS DX80 S2

10 
, ETERNUS 

DX90
10

, ETERNUS DX90 S2
10

,  ETERNUS DX400 series
12

,  ETERNUS DX400 S2 series
12 

ETERNUS DX8000 series
12

, ETERNUS DX8000 S2 series, DX8000 S3 series

ETERNUS DX100 S3, ETERNUS DX100 S4, DX200 S3, ETERNUS DX200 S4, DX200F, DX500 S3, DX600 S3, ETERNUS AF250, 

ETERNUS AF650, ETERNUS DX500 S4, DX600 S4, AF250 S2, AF650 S2, ETERNUS DX8900 S4  

SPARC – Topology:  Fabric FC-AL

Sun Fire:                        V210, V215, V240, V245, V250, 280R, V440, V445, V480, V490, V880, V890, V1280

                                        E2900, 4800, E4900, 6800, E6900, 12K, 15K, E20K, E25K, T1000, T2000

SPARC Enterprise:      T1000
7
, T2000

7
, T5120, T5140, T5220, T5240, T5440, M3000, M4000, M5000, M8000, M9000-32, M9000-64

Sun Netra:                      210, 240, 440, 1290, T2000, T5220, T5440, T6340,  T3-1,  T3-1B, T4-1, T4-1B

Sun Blade:                     T6300, T6320, T6340

SPARC T- Series:         T3-1, T3-1B, T3-2, T3-4, T4-1, T4-1B, T4-2, T4-4   

SPARC:                          T5-1B, T5-2, T5-4, T5-8, M5-32, M6-32

SPARC M8 & T8
17

:      T8-1, T8-2, T8-4, M8-8

Fujitsu:                            M10-1, M10-4, M10-4S, M12-1
16

, M12-2
16

, M12-2S
16



Host Adapters 

SAN Switches
5

Storage Supported

Oracle Servers¹ 

Oracle Solaris 

Operating system

Oracle Solaris 

Cluster Software

Maximum Number 

Of Nodes

Volume Manager

Software
11

3

Veritas VxVM  5.0 

ZFS/zpools for ZFS Filesystems
13

Brocade:  Fabric 9120, Multi-Layer Fabric 9124, 9216, 9216i, Multi-Layer Director 9506, 9509, 9513

Brocade SilkWorm

   2040/2050/2400/2240/2250/2800/3200/3800/3900/3250/3850/24000/12000/

Brocade 200E/4100/4900/5000/48000/300/5100/5300/48000/DCX/DCX-4S

Brocade 8000

Brocade 6505, 6510, 6520

Cisco Nexus 5000

Fujitsu: ETERNUS SN200 M120, M140, M210, M220, M230, M240, M280, M320, M340, M430, M480, M485, M490, M540, M600

             M630, M660

Fujitsu: ETERNUS MDS 9120, 9216, 9506, 9509, 9513

McData: Sphereon 4300, 4400, 4500, 4700, Intrepid 6064, 6140

Qlogic, Sun

SPARC – Topology:  SAS

ETERNUS2000, ETERNUS DX60, ETERNUS DX60 S2, ETERNUS DX60 S3, ETERNUS DX80, ETERNUS DX80 S2, ETERNUS DX90 S2

Sun Fire:                  V215, V245, V445, T1000, T2000

Sparc Enterprise:      T1000
7
, T2000

7
, T5120, T5140, T5220, T5240, T5440, M4000, M5000, M8000, M9000-32, M9000-64

Sun Netra:                 T2000, T5440

Oracle Solaris 10 5/08 or later

3.1 8/05, 3.2
6
,
  
3.2 2/08

6
,
  
3.2 1/09

6
,
 
3.2 11/09

6
,
  
3.3, 3.3 5/11

Sun 6727A

SG-XPCI1FC-EM2, SG-XPCI2FC-EM2, SG-XPCI1FC-EM4, SG-XPCI2FC-EM4, SG-XPCI1FC-EM4-Z, SG-XPCI2FC-EM4-Z

SG-XPCI1FC-QL2, SG-XPCI1FC-QF2,SG-XPCI2FC-QF2, SG-XPCI2FC-QF2-Z, SG-XPCI1FC-QF4, SG-XPCI2FC-QF4

SG-XPCIE1FC-EM4, SG-XPCIE2FC-EM4, SG-XPCIE1FC-QF4, SG-XPCIE2FC-QF4

SG-XPCIE2FC-EB4-Z , SG-XPCIE2FC-QB4-Z , SG-XPCIE20FC-NEM-Z, SG-XPCIE2FCGBE-Q-Z, SG-XPCIE2FCGBE-E-Z

SG-XPCIE1FC-QF8-Z, SG-XPCIE1FC-EM8-Z, SG-XPCIE2FC-QF8-Z, SG-XPCIE2FC-EM8-Z

SG-XPCIE1FC-QF8-N, SG-XPCIE1FC-EM8-N, SG-XPCIE2FC-QF8-N, SG-XPCIE2FC-EM8-N

 

SG-XPCIEFCGBE-Q8-Z, SG-XPCIEFCGBE-E8-Z

SG-XPCIEFCGBE-Q8-N, SG-XPCIEFCGBE-E8-N

16 Gb HBAs
14

:  7101674, 7101682, 7101684, 7101690

"Native" HBAs supported
4:  Qlogic, Emulex



Multi-Path

Driver
11

Host Adapters 

Storage Supported

DataCore SVA 900

Oracle Servers¹ 

Oracle Solaris 

Operating system

Oracle Solaris 

Cluster Software

Maximum Number 

Of Nodes

Volume Manager

Software

Multi-Path

Driver

Host Adapters 

SAN Switches
3

Storage Supported

Oracle Servers¹ 

Oracle Solaris 

Operating system

Oracle Solaris 

Cluster Software

4

Oracle Solaris SVM

ZFS/zpools for ZFS Filesystems
13

Oracle SAN driver in Oracle Solaris 10

SG-XPCIE1FC-QF8-Z,SG-XPCIE1FC-EM8-Z,SG-XPCIE2FC-QF8-Z, SG-XPCIE2FC-EM8-Z

SG-XPCIE1FC-QF8-N, SG-XPCIE1FC-EM8-N, SG-XPCIE2FC-QF8-N, SG-XPCIE2FC-EM8-N

SG-XPCIEFCGBE-Q8-Z, SG-XPCIEFCGBE-E8-Z

SG-XPCIEFCGBE-Q8-N, SG-XPCIEFCGBE-E8-N

16 Gb HBAs
14

: 7101674, 7101682, 7101684, 7101690

"Native" HBAs supported
4
: Qlogic, Emulex

Unless an exception is explicitly called out, any FC SAN switch can be used with Solaris Cluster.

SPARC – Topology: FC-AL (unique configuration support for a specific customer)

ETERNUS6000, ETERNUS8000
9

Sun Fire:   V440, V880, 6800, E6900

Oracle Solaris 8, 9, 10

3.0 2/02, 3.1 8/05

3.2
6
,
  
3.2 1/09

6 
,
 
3.2 11/09

6
,
 
3.3

SANSymphony-V10.0 PSP1

SPARC Enterprise:    T5120, T5140, T5220, T5240, T5440, M3000, M4000, M5000, M8000, M9000-32, M9000-64

Sun Netra:                     210, 240, 440, 1290, T2000, T5220, T5440, T6340,  T3-1,  T3-1B, T4-1, T4-1B

Sun Blade:                    T6300, T6320, T6340

SPARC T- Series:        T3-1, T3-1B, T3-2, T3-4, T4-1, T4-1B, T4-2, T4-4   

SPARC:                          T5-1B, T5-2, T5-4, T5-8, M5-32, M6-32

Fujitsu:                           M10-1, M10-4, M10-4S

Oracle Solaris 10 8/11 (u10), Solaris 10 1/13 (u11)

3.3 3/13 (u2)

SAS Multipath bundled in Oracle Solaris 10 

SG-XPCIE8SAS-E-Z, SG-XPCI8SAS-E-Z, SGX-SAS6-EXT-Z, SGX-SAS6-EM-Z

Fujitsu Storage with DataCore Storage Virtualization Appliance (local clusters support)
15 

ETERNUS DX600 S3, ETERNUS DX500 S3, ETERNUS DX200 S3,  ETERNUS DX100 S3, ETERNUS DX60 S3, ETERNUS DX200F

DX8000 S3 series



Maximum Number 

Of Nodes
Volume Manager

Software
11

Multi-Path

Driver
11

Host Adapters 

SAN Switches
3

14.  16 Gb HBAs are supported in specific OSC and Solaris releases with a very specific set of servers.  Please consult MOS for details.

15.  DataCore SVA supports local clusters only.  Geographic Edition configurations are supported when using data replication technologies outside of the SVA Mirroring/Disaster Recovery 

capabilities (e.g. Oracle DataGuard) .

1. Go to My Oracle Support (MOS)     http://myoraclesupport.com

for minimum supported Oracle Solaris operating environment versions, HBAs, patches and other supported options for list servers. 

This matrix is intended only to be a high level overview of support.  It is not a configuration guide.

N/A

6.  Oracle Solaris Cluster 3.2  and higher, minimum Oracle Solaris support:  Oracle Solaris 10 11/06. For Oracle Solaris 10 5/08, please see SunSolve Document id: 237505 when installing 

Oracle Solaris 10 5/08. If using VxVM, SC 3.2 requires  VxVM 5.0 MP1, minimum.  Download *Patch Id:* 122058-09 (or later qualified version) available on SunSolve.

Oracle Solaris Cluster 3.2 1/09 minimum VxVM version required is  VxVM 5.0 MP3 RP1.

Oracle Solaris Cluster 3.2 11/09 minimum VxVM version required is  VxVM 5.0 MP3 RP2. See SunAlerts 272669 and 273610 when installing this update. 

7.  Sparc Enterprise T1000 and Sparc Enterprise T2000 are supported on Oracle Solaris Cluster 3.2 and Oracle Solaris 10 only.

8.  ETERNUS6000 and ETERNUS3000 supported topology is  "Fabric" only.

9.  ETERNUS8000 and ETERNUS4000 support both 8 Gbps and 4 Gbps Fibre Channel host interfaces.

10.  ETERNUS DX60,  ETERNUS DX60 S2, ETERNUS DX80, ETERNUS DX80 S2, ETERNUS DX90 and ETERNUS DX90 S2 are supported on VxVM5.0 - 5.0MP3.

11.  Storage Foundation (VxVM) with Sun's Traffic Manager (MPxIO) on 3rd party storage arrays is not supported by Symantec. Each storage partner fully tests and supports VxVM, and is 

the first line of support for any potential issues. Any escalations will be handled on a case by case basis.  VxVM versions posted on this matrix will remain.  No future Storage Foundation 

releases (as of 5.1) will be supported with MPxIO.

12. ETERNUS DX400 series, ETERNUS DX400 S2 series, and ETERNUS DX8000 series are supported on VxVM5.0 only.

13. ZFS as a volume manager is supported only with ZFS as a filesystem on top of zpools.

2.  left blank intentionally

3.  Unless an exception is explicitly called out, any FC SAN switch can be used with Solaris Cluster.

For Oracle supported switch offerings:  

http://www.oracle.com/us/products/servers-storage/storage/storage-networking/index.html

4. “Native” HBAs  supported by Oracle Solaris:

https://wikis.oracle.com/display/SystemsComm/Home  

Non-Sun HBAs require that Sun drivers be utilized.

Fujitsu HBAs are also supported provided they are the same as the native Qlogic and Emulex HBAs supported by Oracle Solaris. 

5.  SAN 4.4.15 and later are supported on Oracle Solaris 9 only.

4

Veritas VxVM 3.2, 4.1, 5.0

Oracle StorEdge Traffic SAN 4.4.8, 4.4.10-4.4.15
 5

Oracle SAN driver in Oracle Solaris 10

XSPFC212A, XSPFC211A, SG-XPCI2FC-QF2, SG-XPCI1FC-QF2
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All SPARC trademarks are used under license and are trademarks or registered trademarks of SPARC International, Inc. UNIX is a registered trademark licensed through X/Open Company, Ltd. 0610

Oracle does not independently certify nor provide a guarantee that a particular configuration, which includes items or combination of items listed, will work.

16. Supported with Oracle Solaris 10 1/13 and Oracle Solaris Cluster 3.3 3/13 or later

17. Supported only on Solaris 10 guest domains with Oracle Solaris Cluster 3.3 3/13 if the storage is supported with Oracle Solaris Cluster 4.4 as well.

http://www.oracle.com/us/products/servers-storage/solaris/cluster-067314.html

